
CHRYSO®Dem DEV Ekla 20 is a delayed mould-release agent
ready-to-use, formulated as an emulsion from vegetable-based
components. CHRYSO®Dem DEV Ekla 20 is risk-free both for the
user and the environment. 

CHRYSO®Dem DEV Ekla 20 is particularly recommended for use
on concrete which require perfect surface aspect finishing
CHRYSO®Dem DEV Ekla 20 can be used for non heat-cured
concrete or up to 50°C curing temperature.

▪ Steam-cured or non steam-cured concrete
▪ Precast
▪ Metallic formworks
▪ Plastic formworks
▪ Timber formworks

Product Nature liquid
Color White
Lifetime 6 månader

Biodegradable >60% à 28 jours selon NF EN
ISO 9408 - OCDE 301 F

Specific gravity 0,982 ± 0,000

▪ This product must be applied by spraying (all types of
equipment), in a regular film, without any gaps or overload. Any
excess would render mould-releasing difficult.

▪ For special support or applications with white cement, it is
advisable to run a compatibility test before any particular use.

▪ Store in a dry place, away from light and any source of heat.

Prior to any use, please read carefully the Material Safety Data
Sheets.
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CHRYSO®Dem Ekla 20
Delayed mould release agent
Vegetal emulsion

30
/1

0/
20

25

Informationen i detta tekniska datablad ges efter bästa kunskap och resultatet av omfattande tester - som utfördes för att förbli så objektiva som möjligt. Det
kan dock inte i något fall betraktas som en garanti som involverar vårt ansvar i händelse av felaktig användning eller annan användning av våra produkter, annat
än de från avsnittet "Applcation" i detta tekniska datablad. Vissa appliceringstester bör utföras innan produkten används för att säkerställa att
användningsmetoderna och appliceringsförhållandena för produkten är tillfredsställande. Vår tekniska assistans står till användarnas förfogande. Fråga efter
den senaste versionen av det tekniska databladet, tillgängligt på www.chryso.se
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